DO NOT PLACE THIS PORTION OF THE ROADWAY EMBANKMENT

UNTIL AFTER THE BACKWALL AND DECK SLAB ARE COMPLETED.
PLACE ALL MATERIAL IN LAYERS AND COMPACT IN ACCORDANCE
WITH SECTION 203.03.2(B) OF THE STANDARD SPECIFICATIONS.

¢ BEARING
|
FINISHED
GRADE
VARIES %
SUBGRADE — s
2:1 MAX. SLOPE J } R ”\
4" MIN. I ! 10: 1
I SLOPE 2:1 SLOPE (UNLESS
VARIES OTHERWISE NOTED)
LIMITS OF

STRUCTURE EXC. BERM (SEE BR. PLANS

"GENERAL LAYOUT")

SECTION A-A

BE KEPT OFF THE TOP OF
THE CONCRETE CAP

5211 SLOPE

PLAN SLOPE

VARIES
(1'-0" MIN. )

2: 1 SLOPE

PLAN VIEW

NOTE: FILL MATERIAL MUST

(UNLESS
OTHERWISE NOTED)

VARIES

TOP OF BERM

USUALLY BOTTOM
OF CAP

SECTION B-B

DETAILED DRAWING
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SECTION 203 203-00

ROADWAY EMBANKMENT
AT BRIDGE END

EFFECTIVE: FEBRUARY 2005

= WONTANA DEPARTMENT
OF TRANSPORTAT ION
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SHOULDER SHOULDER
OF HIGHWAY *\ [OF HIGHWAY
25' R TYP. 7 25" R TYP.
RW RW
SEE PLANS .
HIGHWAY 24" TYP.
25" R APPROACH 25" R FOR WIDTH
TYP. TYP. 7 r
SHOULDER SHOULDER
OF HIGHWAY OF HIGHWAY
LANDING LANDING
NOTE: MAX. SKEW STRIP * STRIP *
ANGLE IS 30°.
% 25.0' MIN. FOR PRIVATE OR FIELD APP.

75.0" MIN FOR COUNTY AND MAIN ROADS.
(-37% DESIRABLE,

SLOPE FOR DRAINAGE
+37 ALLOWABLE).

24’

MAINL INE
DITCH GRADE

MAINL INE
DITCH GRADE

SEE PLANS FOR SURFACING

TYPICAL SECTION WITHIN CLEAR ZONE @10: 1 SLOPES ARE DESIRABLE
ON HIGH SPEED FACILITIES

WHERE PRACTICAL

USE A PIPE AS NECESSARY FOR DRAINAGE.
INSTALL CULVERTS OUTSIDE THE CLEAR
ZONE OR PROVIDE END TREATMENT.

SEE PLANS FOR SURFACING

TYPICAL SECTION BEYOND CLEAR ZONE

BACK SLOPES % FILL SLOPES ¥
0'-5' 4: 1 0'-10' 4:1
5 -10" 2t 10' -20' 231
OVER 10° 1.5:1 OVER 20° 1.5:1
NOTES:

APPROACH GRADE BEYOND LANDING IS NOT TO EXCEED 107 UNLESS
TRAFFIC VOLUMES AND COST INDICATE SUCH TO BE JUSTIFIABLE.

CONSTRUCT APPROACHES TO FIT LOCAL CONDITIONS, MINIMIZE TRAFFIC

HAZARDS,
MAIN RQAD.

AND AFFORD ENTRY AND EXIT OF TRAFFIC TO AND FROM THE

SECURE WRITTEN PERMISSION FROM LANDOWNER FOR WORK BEYOND THE

RIGHT-QOF - WAY.

%% CRITERIA SHOWN ARE FOR PRIVATE AND FARM FIELD APPROACHES. FOR
COUNTY AND MAIN ROADS USE ESTABLISHED STANDARDS FOR APPLICABLE

FUNCTIONAL CLASS.

DETAILED DRAWING
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SECTION 203 203-05
APPROACHES
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